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A、Warning to the installer and user
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Specifications of all models of operator

10r/min

200W

C=12uF

100N.m

Φ25.4mm;Φ31.8mm

200W

150N.m

10r/min

Φ25.4mm;Φ31.8mm

220V±10% 50HZ

BS-KGT9.100-ZM BS-KGT9.100S-ZM

380V±10% 50HZ

130℃

130℃

-20℃～+50℃

-20℃～+50℃

>6 m

>6 m

BS-KGT9.150S-ZM

三相 220V±10% 50HZ



ChainletGear reducer

The encoder limit

AC motor
Lift device

1.KGT9

Gear of limit device

C、Descriptions of product
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(1)

(2)

(3)

(4)(5)

Picture Name Spec Quantity

Mounting Bracket

Straight  key

Expand  bolt

Socket cap screw

Coil spring washer

Flat  washer

6.4X100

M10

1

1

4

4

4

4

2

M10X20

Φ10

Φ10

1

2

3

4

5

6

7 Flat key fixed set of
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D、Guide of installation

Staight
Key

Fig4.1

Fig4.3

Fig4.2

Fig4.4

Fig4.5 Fig4.6

⑴ Join the operator with the
   bracket,but don＇t tighten
   the screws here.

⑵ Hang the operator on the tube
   axle,then locate the exact
   position of mounting the operator
   on the wall and mark on the wall.

⑶ Move the operator away,drill
   on the marks,and put the
   expand bolt into the hole.

⑷ Hang the operator on the
   tube axle again,Mount the
   bracket.

expansion screw

⑸ Insert the straight key(A6.4X100)
   into the axes,tighten the screw
   on the bracket.
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